Abstract: This is the second paper on the combustion characteristics of landfill gas in a constant volume combustion chamber for a large displacement volume commercial engine, and it discusses the combustion process on the basis of pressure measurements. The results show that the bimodal peak pressure phenomenon, which is caused by the interaction of the heat release and the heat transfer, is more apparent as the mixtures are more favorable to combustion, and the magnitudes of the pressures depend on the unburned fraction. In addition, there exist four main inflection points during heat release owing to variations in the heat transfer area related to flame propagation from the ignition point. Furthermore, the number of inflection points increases as the mixture quality worsens because of the extended burn duration. Consequently, the sophisticated interactions between the heat transfer area changing pattern due to flame propagation and transfer duration might cause very peculiar heat release patterns. 
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량비 변화에 따라 매우 일정한 차이를 유지하고 있다 그에 비해 .
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면 열전달이 줄어들어 상대적으로 중심 부근의 화염진행이 느리게 보이는 것으로 사료된다.
처음으로 화염이 관찰되는 시기는 거의 차이가 없이 점화 후 전후이다 이는 연료조성 12msec . 및 당량비와 관계없이 점화지연은 거의 같다는 것을 의미한다 점화지연은 주로 초기압력과 온 . 도에 관련되므로 이는 당연한 결과이다.
다음으로 열발생의 첫 번째 약한 변곡점은 화 염면이 점화플러그 주변에 있을 때 발생하고, 
